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1
PANEL SUPPORT STRUCTURE

BACKGROUND OF THE INVENTION

The present invention relates to a panel support structure
and, more particularly, to a plurality of panel support struc-
tures for supporting solar modules.

A photovoltaic solar array is a set of solar photovoltaic
modules electrically connected and mounted on supporting
structures. A photovoltaic module, commonly called a “solar
panel”, is a packaged, connected assembly of solar cells. The
solar module can be used as a component of a larger photo-
voltaic system to generate and supply electricity in commer-
cial and residential applications. Numerous technical prob-
lems exist in connection with mounting devices such as solar
photovoltaic modules (“panels”) on surfaces that are, or may
be, exposed to varying force vectors induced or caused by
wind, snow, rain, and other elements of weather.

As can be seen, there is a need for an improved panel
support structure.

SUMMARY OF THE INVENTION

In one aspect of the present invention, a device for securing
apanel comprises: a support structure comprising a first side,
a second side, and a base in between the first side and second
side, wherein the first side comprises a top end and a bottom
end, wherein the bottom end is connected to the base and the
top end forms a channel, wherein the channel is substantially
facing away from the second side, wherein the second side
comprises a top end and a bottom end, wherein the bottom
end is connected to the base and the top end forms a support
flange.

In another aspect of the present invention, a support device
comprises: a first support structure having a first base and a
first side, wherein the first side comprises a top end and a
bottom end, wherein the bottom end is connected to the base
and the top end forms a channel; and a second support struc-
ture having a second base and a second side, wherein the
second side comprises a top end and a bottom end, wherein
the bottom end is connected to the base, and the top end forms
a support flange.

In another aspect of the present invention, a first and a
second support structure may be used to support a single
panel. The support structures may be set at a distance apart.
An edge of the panel may be inserted into the open channel of
the first support structure and the panel’s opposing edge may
be placed upon and affixed to the support flange of the second
support structure. A spacer may be affixed between the
adjoining devices to maintain a proper distance between the
first and second support structure, which may prevent the
panel edge within the channel from moving out of position.
The base portion of the support structures may be loaded with
a ballast to prevent movement of the assembled devices from
their original installed locations.

These and other features, aspects and advantages of the
present invention will become better understood with refer-
ence to the following drawings, description and claims.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a perspective view of the present invention sup-
porting exemplary panels;

FIG. 2 is a front view of the embodiment of FIG. 1;

FIG. 3 is a top view of the embodiment of FIG. 1;

FIG. 4A is a side view of an alternative embodiment of the
present invention;
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2

FIG. 4B is a detail view of the channel of the present
invention;

FIG. 4C is a detail view of the support flange of the present
invention;

FIG. 5 is a perspective view of the present invention;

FIG. 6 is a side view of the embodiment of FIG. 5;

FIG. 7 is a top view of the embodiment of FIG. 5;

FIG. 8 is a perspective view of the present invention joined
together by row spacers;

FIG. 9 is a perspective view of the clamp of the present
invention;

FIG. 10 is a top view of the row spacer of FIG. 8;

FIG. 11 is a perspective view of the present invention
joined together by a row spacer;

FIG. 12 is a perspective view of FIG. 11 with supplemental
ballast pan in between the support structures; and

FIG. 13 is a perspective view of the supplemental ballast
pan.

DETAILED DESCRIPTION OF THE INVENTION

The following detailed description is of the best currently
contemplated modes of carrying out exemplary embodiments
of the invention. The description is not to be taken in a limit-
ing sense, but is made merely for the purpose of illustrating
the general principles of the invention, since the scope of the
invention is best defined by the appended claims.

Broadly, an embodiment of the present invention provides
a plurality of support structures that may be secured to a
surface and may support panels, such as solar modules. The
support structures may include a first side that forms a chan-
nel and a second side that forms a support flange. A first edge
of a panel may be placed within the channel and a second
opposing edge of the panel may be secured to the support
flange.

The present invention pertains generally to mounting
energy-producing panels on surfaces. The new and useful low
profile solid object mounting system of the present invention
pertains to a system for securely, safely, yet quickly mounting
objects, typically solar panels, onto horizontal or nearly hori-
zontal surfaces by way of grasping two opposing edges of the
object and providing a tray in which a ballast is placed in
sufficient quantities to resist movement from environmental
factors, such as wind.

Referring to FIGS. 1 through 13, the present invention may
include a support structure 10. The support structure 10 may
include a first side 22, a second side 24 and a base 26 in
between the first side 22 and second side 24. The first side 22
may include a top end and a bottom end. The bottom end of
the first side 22 may be connected to the base 26. The top end
of the first side 22 may form a channel 20. The channel 20
may face away from the second side 24. The second side 24 of
the present invention may include a top end and a bottom end.
Thebottom end ofthe second side 24 may be connected to the
base 26. Thetop end of the second side 24 may form a support
flange 16.

The support structure 10 of the present invention may be
made of folded material to form a flat base 26, and a protrud-
ing first side 22 and second side 24. The support structure 10
may further include stiffeners to provide resistance to bend-
ing. In certain embodiments, the support flange 16 may be a
flat bend or in certain embodiments may include a second
channel. The support flange 16 of the second side 24 may be
protruding towards the first side 22. The first side, 22, second
side 24, base 26, support flange 16 and/or the channel 20 may
have apertures for mounting and attachments.
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The sides 22, 24 may be vertical relative to the base 26, or
set at an angle. In certain embodiments, the first side 22 may
be shorter than the second side 24. However, the sides 22, 24
may be the same height or the second side 24 may be shorter
than the first side 22. The height of the sides 22, 24 may be set
so that the panels 12 may be suspended at a desired angle. The
top ends of the sides 22, 24 may also be adjusted to suspend
the panel 12 at a desired angle.

In certain embodiments, the present invention may include
a plurality of support structures 10, such as a first support
structure 10 and a second support structure 10. The first and
second support structures 10 may be mounted to a surface so
that the channel 20 of the first support structure 10 is facing
the support flange 16 of the second support structure 10. The
first and second support structures 10 may be spaced apart by
arow spacer 14 and/or a supplemental ballast pan 28. The row
spacer 14 may include a first end and a second end. The first
end may be mounted to the channel 20 of the first support
structure 10 and the second end may be mounted to the
support flange 16 of the second support structure 10. There-
fore, an appropriate amount of space is between the first and
second support structures 10.

The present invention may support panels 12. The panels
12 of the present invention may be a low profile solid rectan-
gular object, such as solar photovoltaic modules. However,
the panel 12 is not limited to a solar photovoltaic module and
may be any flat rigid structure with edges. The panel 12 may
include a first edge and an opposing second edge. The first
edge may be placed within the channel 20 and the second
edge may be fastened to the support flange 16. In certain
embodiments, a clamp 18 may be used to secure the second
edge to the support flange 16. As illustrated in FIG. 10, the
clamp 18 may be formed at a right angle and may be used to
secure the panels 12 to the support structures 10.

The fasteners used for the mounting of the panels 12, the
row spacers 14, ballast pans 28, and clamps 18 may be any
fastener known in the art. For example, the panels 12, row
spacers 14, clamps 18, ballast pans 28, and support structures
10 may include apertures 30. Bolts 32 or screws may be
driven through the apertures and thereby securing the above
mentioned components together. Another example may
include threaded studs or captive nuts, which may be installed
through the apertures 30.

In certain embodiments, the present invention may include
two separate support structures 10, as shown in 4C and 4B. In
such embodiments, the first support structure 10 may include
a first base 26 and a first side 22. The first side 22 may include
atop end and a bottom end. The bottom end may be connected
to the first base 26 and the top end may form the channel 20.
The second support structure 10 may have a second base 26
and a second side 22 with a top end and a bottom end. The
bottom end may be connected to the second base 26 and the
top end may form the support flange 16. The required distance
between structures 10 is maintained by spacer(s) 14 and/or a
supplemental ballast pan 28. Such embodiments may further
include all of the components listed above.

The present invention may include assembling a plurality
of support structures 10, row spacers 14, clamps 18 and
panels 12 in a pattern, such as a grid. A first support structure
10 may be mounted on a surface and spaced apart at an
appropriate distance from a second support structure 10. The
row spacers 14 may be may be affixed laterally between the
first and second support structures 10 providing longitudinal
spacing between the support structures 10. A first edge of the
panel 12 may be inserted into the channel 20 of the first
support structure 10 and a second edge of the panel 12 may be
fastened to the support flange 16 of the second support struc-
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4

ture 10 that is mounted across from the first support structure
10. The clamps 18 may further secure the second edge of the
panel 12 to the support flange 16. As illustrated in the Figures,
three pairs of support structures 10 may support two panels
12.

If a lateral pattern is used for the assembly, lateral spacing
is provided by using spacer 14 between each panel 12. The
column spacer is placed or fastened along a point or points on
the support structures 10 located perpendicular to the open
channel 20 or support flange 16. Typically, ballast blocks may
be placed in the open portions of the support structures 10 to
provide resistance to wind generated forces. Alternately, sec-
ondary framing may be installed and fastened to the support
structures 10 to provide resistance to wind or seismic gener-
ated forces. At each end of each row, to maintain parallel rows
of support structures 10 and to prevent rotation of support
structures 10 relative to panel(s) 12, at least one additional
spacer 14 and/or a supplemental ballast pan 28 may be
installed.

It should be understood, of course, that the foregoing
relates to exemplary embodiments of the invention and that
modifications may be made without departing from the spirit
and scope of the invention as set forth in the following claims.

What is claimed is:

1. A device for securing a panel comprising:

a support structure comprising a first side, a second side,
and a base in between the first side and second side,

wherein the first side and the second side each comprises a
top end opposite a bottom end, wherein the first side and
the second side each connect to the base at the bottom
end and extend vertically relative to the base,

wherein a channel is formed at the to end of the first side
and is sized to receive an edge of the panel within,
wherein the channel is formed in between a first portion
formed by a first bend in a first direction away from the
second side, a second portion formed by a second bend
in the first direction, and a third portion formed by a third
bend in a second direction, opposite that of the first
direction, wherein an entrance of the channel is substan-
tially facing away from the second side,

wherein a support flange is formed at the top end of the
second side.

2. The device of claim 1, wherein the support flange is

protruding towards the first side.

3. The device of claim 2, wherein the support flange and a
top of the channel comprise apertures.

4. The device of claim 3, further comprising:

a plurality of support structures comprising at least a first
support structure and a second support structure sus-
pended on a surface spaced apart, wherein the channel of
the first support structure is facing the support flange of
the second structure; and

a panel having a first edge and a second opposing edge,
wherein the first edge is within the channel, and the
second edge is fastened to the support flange.

5. The device of claim 4, further comprising a row spacer
comprising a first end and a second end, wherein the first end
is mounted to the channel of the first support structure and the
second end is mounted to the support flange of the second
support structure.

6. The device of claim 4, further comprising a clamp secur-
ing the second edge to the support flange.

7. The device of claim 4, further comprising a supplemen-
tal ballast pan oriented in between the first support structure
and the second support structure.

8. The device of claim 5, wherein the panel is a solar
module.
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9. The device of claim 1, wherein the support flange is
formed into a second channel facing away from the first side.
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